AMPOLLA NEBULIZZATRICE CON SISTEMA
VALVOLARE

FASTERJET £ UN'AMPOLLA NEBULIZZATRICE CHE, GRAZIE AL
SISTEMA VALVOLARE APPLICATO ALLAMPOLLA STESSA, REN-
DE LA TERAPIA ESTREMAMENTE EFFICACE RIDUCENDO LA
DISPERSIONE DI FARMACO, OTTIMIZZANDO LA QUANTITA DI
NEBULIZZATO AL PAZIENTE. LA VALVOLA INSPIRATORIA CON-
TROLLA LA QUANTITA DI FARMACO NEBULIZZATO AL PAZIEN-
TE. LA VALVOLA ESPIRATORIA CONTROLLA LA QUANTITA DI
FARMACO DISPERSA. FASTERJET E RACCOMANDATA PER USO
INTENSIVO.

Operating flow MMAD
5 1/min 325 pm

75 |/min 2,44 pm

* Test condotto utilizzando Cascade Impactor secondo la norma
EN 13544-1

A DURABLE JET-NEBULIZER WITH VALVE
SYSTEM

FASTERJET IS A JET NEBULIZER THAT THANKS TO THE VALVE
SYSTEM ON IT MAKES THERAPY EXTREMELY EFFICIENT BY RE-
DUCING THE AMOUNT OF WASTED MEDICATION WHILE OP-
TIMIZING THE OUTPUT TO THE PATIENT INHALATION VALVE
CONTROLS THE AMOUNT OF MEDICATION DELIVERED,
EXHALATION VALVE CONTROLS THE AMOUNT OF MEDICATION
WASTED

FASTERJET IS RECOMMENDED FOR INTENSIVE USE.

MMAD
325 um
244 ym
* Test have been performed using Cascade Impactor as provided by
EN 13544-1 standard
DATI TECNICI AMPOLLA
CAPACITA 16 ml
FRAZIONE RESPIRABILE<5pm .o 80%
VOLUME RESIDUQ 0,7 ml
NEBULIZER TECHNICAL DATA
CAPACITY. 16 ml
RESPIRABLE VOLUME<5pum e 80%
RESIDUAL VOLUME. 07 ml
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