
MINIASPEED BATTERY EVO

DATI TECNICI

YEARS
3

PROFESSIONAL ASPIRATOR
ASPIRATORE PROFESSIONALE

GUARANTEED

ALTO VUOTO
12 VDC
0 ÷ - 0,85 bar
30 lt/min
45 min. di autonomia batteria
61 dBA
135(W) x 260(H) x 380(D) mm
(Con vaso da 1000cc)

135(W) x 350(H) x 380(D) mm
(Con vaso da 2000cc)

Approx. 4.6 kg. (con kit 1000cc)
Approx. 4.85 kg. (con kit 2000cc)
12V 4Ah
100 ÷ 240V ~ 50/60 Hz / 14Vdc 4,3A
IIa

ALTO FLUSSO
TENSIONE NOMINALE
LIVELLO VUOTO REGOLABILE
PORTATA D’ARIA
USO CONTINUO
RUMOROSITA’ (a 1 mt.)
DIMENSIONI

 

PESO 

BATTERIA RICARICABILE
ALIMENTATORE MULTIVOLTAGGIO
CLASSE DI RISCHIO

TECHNICAL DATA
HIGH VACUUM
12 VDC
0 ÷ - 0.85 bar
30 lt/min
45 min. of battery endurance
61 dBA
135(W) x 260(H) x 380(D) mm
(with vase 1000cc)

135(W) x 350(H) x 380(D) mm
(with vase 2000cc)

Approx. 4.6 kg. (with kit 1000cc)
Approx. 4.85 kg. (with kit 2000cc)
12V 4Ah
100 ÷ 240V ~ 50/60 Hz / 14Vdc 4,3A
IIa

HIGH FLOW 
VOLTAGE 
ADJUSTABLE VACUUM LEVEL
AIR FLOW
CONTINUOUS USE
NOISE LEVEL (at 1 mt.)
DIMENSIONS

WEIGHT

RECHARGEABLE BATTERY
MULTIVOLTAGE CHARGER UNIT
MDD CLASS

CON LUCE LED
D’EMERGENZA

WITH LED LIGHT 
FOR EMERGENCY



MINIASPEED BATTERY EVO

EQUIPPED WITH FOLLOWING ACCESSORIESACCESSORI IN DOTAZIONE
VASO DI RACCOLTA DA 1000cc* IN POLICARBONATO, AUTOCLAVABILE
con valvola di troppo pieno
SACCA MONOUSO DA 1000cc
FILTRO ANTIBATTERICO 99% IDROFOBICO (2 pz.)
CANNULA STERILE MONOUSO
REGOLATORE DI FLUSSO MANUALE, STERILE, MONOUSO
SET DI TUBI IN SILICONE ATOSSICO STERILIZZABILE
ALIMENTATORE MULTI VOLTAGGIO
CAVO CON SPINA 12V
BORSA CON TRACOLLA

* DISPONIBILE ANCHE CON VASO DI RACCOLTA DA 2000cc 
IN POLICARBONATO, AUTOCLAVABILE con valvola di troppo pieno

AUTOCLAVABLE POLYCARBONATE JAR 1000cc*
with safety valve (overflow protection)
DISPOSABLE SUCTION LINER 1000cc
99% ANTIBACTERIAL HYDROPHOBIC FILTER (2 pcs.)
STERILE DISPOSABLE CANNULA
STERILE, DISPOSABLE MANUAL FLOW REGULATOR
SET OF ATOXIC STERILIZABLE SILICONE TUBES
MULTIVOLTAGE CHARGER UNIT
POWER CORD WITH 12V PLUG
CARRYING CASE

* AVAILABLE ALSO WITH AUTOCLAVABLE POLYCARBONATE JAR 
2000cc* with safety valve (overflow protection)

APPARECCHIO PROFESSIONALE 
A BATTERIA RICARICABILE E TENSIONE 
DI RETE PER USO IN EMERGENZA
PROFESSIONAL ASPIRATOR 
WITH RECHARGEABLE BATTERY AND 
MAINS VOLTAGE FOR EMERGENCY USE

(dir. 93/42/EEC)

PC.

1
0051

MASTER CARTON

VASO DA 1000cc
1000cc  JAR

SACCA MONOUSO DA 1000cc
DISPOSABLE SUCTION LINER 1000cc 

TUBO DI COLL. IN SILICONE
CONNECTING SILICONE TUBE

FILTRO ANTIBATTERICO
ANTIBACTERIAL FILTER

REGOLATORE DI FLUSSO MONOUSO
DISPOSABLE FLOW REGULATOR

CANNULA STERILE MONOUSO
DISPOSABLE STERILE CANNULA

CAVO CON SPINA 12V
POWER CORD 12V PLUG

ALIMENTATORE MULTIVOLTAGGIO
MULTI-VOLTAGE CHARGER UNIT

BORSA MINIASPEED EVO
CARRYING CASE MINIASPEED EVO

55


