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DATI TECNICI AMPOLLA


NEBULIZER TECHNICAL DATA


CAPACITÀ
FRAZIONE RESPIRABILE < 5 µm 
VOLUME RESIDUO


CAPACITY
RESPIRABLE VOLUME < 5 µm 
RESIDUAL VOLUME


9 ml
75%
0,7 ml


9 ml
75%
0.7 ml


AMPOLLA NEBULIZZATRICE CON DOPPIO 
EFFETTO VENTURI
QUICKJET È UN’AMPOLLA NEBULIZZATRICE CHE SFRUTTA IL 
PRINCIPIO FISICO “EFFETTO VENTURI” CHE È ALLA BASE DEL-
LA NEBULIZZAZIONE, ED È STATO RADDOPPIATO GRAZIE AL 
CONDOTTO APERTO CHE SI TROVA SULLA PARTE SUPERIORE 
DELL’AMPOLLA. 
QUICKJET È RACCOMANDATA PER USO ORDINARIO.


A DURABLE JET-NEBULIZER WITH DOUBLE 
VENTURI EFFECT
QUICKJET IS A JET NEBULIZER THAT USES THE SO-CALLED 
“VENTURI EFFECT” WHICH LIES AT THE BASE OF NEBULISATION 
AND IS DOUBLED THANKS TO THE DUCT OPENED ASIDE THE 
NEBULIZER.
QUICKJET IS RECOMMENDED FOR ORDINARY USE.


* Test condotto utilizzando Cascade Impactor secondo la norma 
EN 13544-1


* Test have been performed using Cascade Impactor as provided by 
EN 13544-1 standard.


QUICKJET


DIMENSIONE PARTICELLE


Operating flow MMAD


5 l/min 2,61 µm


7,5 l/min 2,03 µm


PARTICLE SIZE


Operating flow MMAD


5 l/min 2,61 µm


7,5 l/min 2,03 µm
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